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Suspension Wire Rope

Second Wire Rope (additional
slack rope / overspeed device
attached to a separate bracket)

level can choose between the trolly line or independent vertical lifelines.
Horizontal trolly line is mandatory at the lower level(s). The workers on the upper

This system is designed to offer travel restraint for up to 2 workers. For a 3rd
worker, add another wire rope fastened to separate brackets.
Complies with ANSI Z359-2-2007 section 5.4.4.1

Workers are to use harnesses with
double leg lanyards to safely
transfer across static line brackets.

ITEM NO. QTY. DESCRIPTION
1 3 2m Section
2 3 1m Section
3 2 End Stirrup with Hoist
4 8 Double Deck Attachment
5 4 Ladder
6 6 Roller Bumper
7 6 Static Line Bracket Assembly
8 3 Primary Suspension Line
9 3 Horizontal Trolly Line

10 2 Secondary Brake
11 2 Bolt Down Stirrup
12 4 Multi-Tier Re-Inforcement Plate
13 8 Multi-Tier Re-Inforcement Strap

Self Weight approx 1500lbs

MAX LOAD CAPACITY:
using 1000 lb. hoists:
500 lbs. overall distributed load

using 1500 lb. hoists:
1500 lbs. overall distributed load
750 lbs. max. on one level

WARNING:
Do NOT rest the full weight of the triple
deck stage on the ground as the selfweight
of the platforms above in combination with
the multiplepivoting points may cause
the platform to collapse. Always keep the
suspension cables under tension.
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horizontal trolly line. Maximum
spacing between brackets: 10ft.

11

7

8

(2) 1,500lb Hoist
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Static Line Bracket to fasten
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  10'5"  

  12'2"  Wire Rope
Cross Bracing
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2m with
trap door


